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Ce qu’on obtient quand on relance les RXs alors que nous sommes sous Sweb connect software
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Info Flxis - Copyright{c) 2004, Philips Electronics N.Y.
Info SW Release 1.3.4.0010 THS 31FL1K2CS00 Y1.0 - ROM Chksum: 0x8D1B
Info Ch HW Version 1

Info Iris: Starting

Info Iris: control starting

Info Ib: Starting

Info Ib: Loading FPGA with 1448815 bytes
Info Iris: control started

Info Iris: Started

Info Ib: HY Type: 2

Info Ib: HY Version: 1

Info Ib: FPGA Type: 2

Info Ib: FPGA Version: 2.01

Info TIi: Starting

Info TIi: control starting

Info TIi: control started

Info TIi: Started

Info Camera: Default parameters set

Info Camera: KTY7-F23-8 S/N:715089 started
Info Ib: Started

Info Flxis ready for clinical application

00:01:51 connecté. Détec, auto 19200811

demarrer
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Info Flxis - Copyright{c) 2004, Philips Electronics N.Y.
Info SW Release 1.3.4.0010 THS 31FL1K2CS00 Y1.0 - ROM Chksum: 0x8D1B
Info Ch HW Version 1

Info Iris: Starting

Info Iris: control starting

Info Ib: Starting

Info Ib: Loading FPGA with 1448815 bytes
Info Iris: control started

Info Iris: Started

Info Ib: HY Type: 2

Info Ib: HY Version: 1

Info Ib: FPGA Type: 2

Info Ib: FPGA Version: 2.01

Info TIi: Starting

Info TIi: control starting

Info TIi: control started

Info TIi: Started

Info Camera: Default parameters set

Info Camera: KTY7-F23-8 S/N:715089 started
Info Ib: Started

Info Flxis ready for clinical application
Info Ch: Loglevel set to &

00:12:17 connecté. Détec, auto 19200811
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